
       
TS70 TS90
Please read the operator’s manual carefully and make sure you understand the instructions before using the machine. 
Operator’s manual 
Manuel d’utilisation 

Manual de instrucciones
UUUUSSSS    CCCCAAAA    EEEESSSS

Lire attentivement et bien assimiler le manuel d’utilisation avant d’utiliser la machine. 

Lea detenidamente el manual de instrucciones y asegúrese de entender su contenido antes de utilizar la máquina
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Symbols on the machine
WARNING! The machine can be a 
dangerous tool if used incorrectly or 
carelessly, which can cause serious or 
fatal injury to the operator or others.

Please read the operator’s manual 
carefully and make sure you understand the 
instructions before using the machine.

Always wear:
• Hearing protection
• Protective goggles or a visor
• Breathing mask

WARNING! Keep your hands and feet away 
from the blade.

WARNING! Never cut without using the 
blade guard.

WARNING! Dust forms when cutting, this 
can cause injuries if inhaled. Use an 
approved breathing mask. Avoid inhaling 
exhaust fumes. Always provide for good 
ventilation.

WARNING! Sparks from the cutting blade 
can cause fire in combustible materials 
such as: petrol (gas), wood, clothes, dry 
grass etc.

WARNING! Ensure the blades are not 
cracked or damaged in any other way.

WARNING! Do not use circular saw blades

Use no hooks to lift the tile saw.

Motor temperature

Reset the overload protector

Lock function

Environmental marking. Symbols on the 
product or its packaging indicate that this 
product cannot be handled as domestic 
waste. It must instead be submitted to an 
appropriate recycling station for the recovery 
of electrical and electronic equipment.

By ensuring that this product is taken care of correctly, you 
can help to counteract the potential negative impact on the 
environment and people that can otherwise result through 
the incorrect waste management of this product.

For more detailed information about recycling this product, 
contact your municipality, your domestic waste service or 
the shop from where you purchased the product.

Other symbols/decals on the machine refer to special 
certification requirements for certain markets.

Explanation of warning levels
The warnings are graded in three levels.

WARNING!

CAUTION!

NOTICE!

!
WARNING! Used if there is a risk of 
serious injury or death for the operator 
or damage to the surroundings if the 
instructions in the manual are not 
followed.

!
CAUTION! Used if there is a risk of injury 
to the operator or damage to the 
surroundings if the instructions in the 
manual are not followed.

NOTICE! Used if there is a risk of damage to materials 
or the machine if the instructions in the manual are not 
followed.

HUSQVARNA AB HUSKVARNA, SWEDEN, MADE IN CHINA

Art. No.:

CSA/UL 60745-1
CSA UL 60745-02-05
4005474

2000 W  115/230 V

60 Hz  20/9 A

Serial No.:

Model:
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Dear customer!
Thank you for choosing a Husqvarna product!

It is our wish that you will be satisfied with your product 
and that it will be your companion for a long time. A 
purchase of one of our products gives you access to 
professional help with repairs and services. If the retailer 
who sells your machine is not one of our authorised 
dealers, ask him for the address of your nearest service 
workshop.

This operator’s manual is a valuable document. Make 
sure it is always at hand at the work place. By following its 
content (using, service, maintenance etc.) the life span 
and the second-hand value of the machine can be 
extended. If you ever lend or sell this machine, make sure 
that the borrower or buyer gets the operator′s manual, so 
they will also know how to properly maintain and use it.

More than 300 years of innovation
Husqvarna AB is a Swedish company based on a tradition 
that dates back to 1689, when the Swedish King Charles 
XI ordered the construction of a factory for production of 
muskets. At that time, the foundation was already laid for 
the engineering skills behind the development of some of 
the world's leading products in areas such as hunting 
weapons, bicycles, motorcycles, domestic appliances, 
sewing machines and outdoor products.

Husqvarna is the global leader in outdoor power products 
for forestry, park maintenance and lawn and garden care, 
as well as cutting equipment and diamond tools for the 
construction and stone industries.

Owner responsibility
It is the owner’s/employer’s responsibility that the operator 
has sufficient knowledge about how to use the machine 
safely. Supervisors and operators must have read and 
understood the Operator’s Manual. They must be aware 
of:

• The machine’s safety instructions.

• The machine’s range of applications and limitations.

• How the machine is to be used and maintained.

Local regulations could restict the use of this machine. 
Find out what regulations are applicable where you work 
before you start using the machine.

The manufacturer’s reservation
Subsequent to publishing this manual Husqvarna may 
issue additional information for safe operation of this 
product. It is the owner’s obligation to keep up with the 
safest methods of operation.

Husqvarna AB has a policy of continuous product 
development and therefore reserves the right to modify 
the design and appearance of products without prior 
notice.

For customer information and assistance, contact us at 
our website: www.husqvarna.com

Design and features
Values such as high performance, reliability, innovative 
technology, advanced technical solutions and 
environmental considerations distinguish Husqvarna's 
products. Safe operation of this product requires the 
operator to read this manual carefully. Ask your dealer or 
Husqvarna should you need more information.

Some of the unique features of your product are 
described below.

TS70, TS90

• The machine has a light and mobile design that has 
been optimized for the weight/capacity ratio. The 
carrying handles on the frame make the machine 
easy to carry and move.

• The water tank is easy to separate from the machine 
for efficient filling and emptying.

• ECS (Electronic Centrifugal Switch) enables smooth 
starting and starting even with low voltages.

• The machine has two different types of motor 
protection such as overload protection and 
overheating indicator to lengthen the service life of the 
machine.

• The patented Jet stream system provides the 
conveyor cart and the blade with water in a closed 
system. 
Slurry drops to the bottom and only surface water 
reaches the pump, which is located in a separate area 
in the water tank.
The conveyor cart is continually supplied with water. 
Water supply to the blade and conveyor cart is 
adjustable for cooling and dust reduction.

• The machine has a capacity to cut material sizes over 
28”/36” (711/914 mm) with full support from the 
conveyor cart.

• Flexible plunge cutting and miter cutting up to 45°. 
Enables cutting 20”/24” (508/610 mm) diagonally, 
which gives an average length of 28”/36” (711/914 
mm).

• The conveyor cart with easy-to-remove side table 
supports the material along its entire cut length. The 
side table is stored under the cart during transport.

• The large size blade flange Ø 3” (82mm) provides a 
large and good support surface for the blade.
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Accessories
• Adjustable stand - The stand is foldable and height 

adjustable.

• Fixed stand
English – 5
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What is what on the machine - TS70 TS90?
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1 Electric motor

2 Lamp, overheating protection

3 Locking knob, conveyor cart (TS70)

4 Overload protection

5 Water knob, water to blade ON/OFF

6 Button, locking blade shaft

7 Side table

8 Knob, cutting guide

9 Cutting guide

10 Straightedge

11 Conveyor cart

12 Locking knob, blade guard

13 Handle, cutting arm

14 Blade Guard

15 Knob, depth stop adjustment

16 Locking nut, depth stop adjustment

17 Cutting arm

18 Lifting eye , 4 pcs

19 Locking knob, depth adjustment

20 Slurry tray (front)

21 Cart stop

22 Splash guard

23 Water tray

24 Snap fastener, cutting guide

25 Water tank

26 Water tray, rear

27 Extendible handles , 4 pcs

28 Frame

29 Power switch

30 Service hatch, wire (TS90)

31 Voltage switch (TS90 2 Hp)

32 Catch, support arm (TS90)

33 Support arm

34 Tool holder

35 Locking knob, miter cutting

36 Blade - 10”, Ø250 mm

37 Water pump

38 Spanner

39 Allen key

40 Operator’s manual
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General

This section describes the machine′s safety equipment, 
its purpose, and how checks and maintenance should be 
carried out to ensure that it operates correctly.

Blade guards

The blade guard is designed to prevent parts of the blade 
or cutting fragments from being thrown towards the user.

Check the blade guards
• Check that the guard over the blade is not cracked or 

damaged in any other way. Replace when damaged.

Power switch
The power switch should be used to start and stop the 
machine.

Checking the power switch
• Push the insert (1) down to release the lock and flip 

the power switch (2) up to start the machine.

• Flip the power switch down to stop the machine. 
Check that the motor and the blade stop. Make sure 
that the cutting blade can rotate freely until it is 
completely stopped.

A defective power switch should be replaced by an 
authorized service workshop.

Locking knob, conveyor cart (TS70)
The locking knob is used to lock the conveyor cart in place 
when in transit.

Checking the locking knob, conveyor cart
• Make sure the locking knob is in position and that the 

conveyor cart is locked.

Catch, support arm (TS90)
The catch locks the support arm and conveyor cart during 
transport.

Checking the catch
• Make sure the support arm and conveyor cart are 

locked when the catch is in position.

Water pump

!
WARNING! Never use a machine that has 
faulty safety equipment! If your machine 
fails any checks contact your service 
agent to get it repaired.

Shut down the machine and disconnect 
the power plug.

!
WARNING! Never use the machine 
without a guard nor with a defective 
guard. Always check that the guard is 
correctly fitted before starting the 
machine.

It is not permitted to expose the blade 
more than 180 degrees without 
protection.

2

1

!
WARNING! Submersible water pump. Do 
not run dry. Must maintain grounding 
properly. Risk of electric shock.  The 
pump may only be used together with the 
products in this manual and shall be 
used in accordance with the directions in 
the manual.



BLADES
General

• Do not use an overheated blade.

• Make sure that the correct bushing is used for the 
cutting blade to be fitted on the machine. See the 
instructions under the heading Assembling the cutting 
blade.

• The blades should be marked with the same or a 
higher speed than that stated on the machine’s rating 
plate. Never use a blade with a lower speed rating 
than that of the machine.

• When using diamond blades make sure that it rotates 
in the direction indicated by the arrow on the blade.

• Diamond blades consist of a steel core provided with 
segments or a continuous rim containing industrial 
diamonds.

Suitable blades
• 10” (Ø 250 x 25.4 mm) or 8” (Ø 230 x 24.5 mm) blade 

rim.

Blades for different materials

• 8” and 6” profile blade

• Blade selection should be made according to the 
material being cut. Ask your dealer for help in 
choosing the right product.

Blade vibrations
• The blade can become out of round and vibrate if a 

too high feed pressure is used.

• A lower feed pressure can stop the vibration. 
Otherwise replace the blade.

Sharpening diamond blades
• Always use a sharp diamond blade.

• Diamond blades can become dull when the wrong 
feeding pressure is used or when cutting certain 
materials such as heavily reinforced concrete. 
Working with a dull diamond blade causes 
overheating, which can result in the diamond 
segments coming loose.

• Sharpen the blade by cutting in a soft material such as 
sandstone or brick.

Transport and storage
• Remove the blade before transportation or storage of 

the machine.

• Store the blade in a dry place.

• Inspect new blades for transport or storage damage.

!
WARNING! Blades can break and cause 
serious injuries to the user. Diamond 
blades become very hot when used. An 
overheated blade is a result of improper 
use, and may cause deformation of the 
blade, resulting in damage and injuries.

!
WARNING! Never use a blade for any 
other materials than that it was intended 
for.

Cutting plastics with a diamond blade 
can cause kickback when the material 
melts due to the heat produced when 
cutting and sticks to the blade. Never cut 
plastic materials with a diamond blade!
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ASSEMBLING AND ADJUSTMENTS
General
Place the tile saw on a flat, horizontal and stable surface 
to prevent the equipment from tipping over, sliding or 
walking on the surface.

Assemble the stand
• Screw together the stand and saw frame with 4 

screws.

• Assemble the side board.

Level the saw

• Use the spirit level to determine whether the machine 
is standing sufficiently level.

Adjust the working height

Adjustable stand

• Loosen the catch on the side of the rear handle on the 
stand and pull the stand up to the working height.

• The hand can be set to a number of fixed heights.  
Loosen the catch for one of the fixed heights by 
pressing the catch on the rear handle while pulling/
lifting the handle.

• On uneven surfaces, the feet on the stand can be 
adjusted individually. The stand foot is adjusted either 
by pressing on the foot while lifting up the saw with the 
rear handle or by loosening the catch on the foot.

Fixed stand

• Position the machine on flat ground. Adjust the frame 
legs and use shimming material if needed to level the 
machine.

The machine can also be used without frame legs or 
placed on a workbench.

!
CAUTION! Make sure the stand is 
fastened securely.

CAUTION! The machine must be placed on a level 
surface to ensure the correct function of the water 
system circuit.
English – 9



ASSEMBLING AND ADJUSTMENTS
10 – English

Fit the blade

• Loosen the lock knob. Open the blade guard.

• Hold down the button for locking the blade shaft.

• Remove the nut. Remove the blade flange.
• Check that the blade, blade flange and blade shaft are 

undamaged. Clean the contact surfaces of the blade 
and the blade flange.

• Fit the blade, blade flange and nut. Make sure that the 
blade will rotate in the direction indicated by the arrow 
on the blade.

• There are two fixed positions for the spray nozzle to 
adapt its position to the size of blade (Ø250 or Ø230 
mm blades).

• Close the blade guard. Tighten the locking knob.

Blade settings
Depth stop adjustment
Set the depth stop so that the blade gets maximum depth 
without cutting into the cart. This allows the stream of 
water in the cart to be picked up by the blade and 
distributed as the working piece is cut.

• Loosen the locking knob for depth setting (1) and 
lower the cutting arm.

• Loosen the lock nut (3).

• Loosen the depth stop adjustment knob (2).

• Push down the cutting arm until the blade hits the 
bottom of the slot in the cart.

• Hold down the cutting arm in this position.

• Screw down the knob (2) for setting the stop depth 
until the end of the knob abuts the underlying surface 
in order to set up the stop depth of the blade. Turn 
another turn to raise the head from the cart slightly.

• Tighten the locking nut (3).

• Tighten the locking knob for depth adjustment (1) with 
the cutting arm still pushed down to its lowest position.

• Check the position of the blade by moving the 
conveyor cart to its forward and rear end position. The 
blade should never hit the cart.

!
WARNING! Shut down the machine and 
disconnect the power plug.

!
CAUTION! This must be done while the 
blade is not rotating.

The depth stop should be adjusted when 
switching to other blade sizes. Check the 
stop depth regularly or there is a risk that 
the cutting slot and the water system will 
not function correctly.
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